Professional Manufacturer And Exporter For Water Meters & Accessories
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COMPANY PROFILE OF YOUWIN

YOUWIN Smart Technology(NINGBO) Co., Ltd is one of the leading manufacturers in China which of water meters and it accessories category. Our own brand
name is “YOUWIN". Our slogan is “ You Win, Let’s WIN-WIN forever”. YOUWIN warmly welcome to you.

YOUWIN is an intelligent technology enterprise integrating innovative research and development, professional production, global sales and high-quality service.
YOUWIN company is located in the reputation of "the capital of water meters in China", which has developed transportation and beautiful scenery - Ningbo City,
Zhejiang Province. Our company is near to NINGBO seaport within 1 hour, Lishe Airport in 15 minues, and railway/expressway to SHANGHAI with 2 hours.

Our 12,000 square meters factory with annual production capacity of more than one million sets of various water meters and it accessories. Our company have
the strong, industry proficient, experienced technical personnel and marketing strategy team.

To improve the production efficiency and reduce labor costs of our products, YOUWIN independently developed a number of assemble meter’'s spare parts
of automation equipment,with our advanced modern production management mode, test equipment with modern automatic assembly water meter and quality
department check for every process, through the strict inspection we ensure that all products are qualified within each mass production.

YOUWIN provides 15-600mm full series of mechanical water meters and accessories, such as R160-R500 high-precision water meter; Smart water meters include
NB-lot \Lora Wan wired/wireless valve control water meters, photoelectric direct reading water meters, prepaid water meters, ultrasonic water meters etc. The
large size water meter include woltmann type removable element prepaid water meter, woltmann removable element photoelectric valve control water meter,
agriculture irrigation water meter and woltmann vertical water meter. YOUWIN products have passed 1S04064 standard certificate, ISO9001 quality management
certificate etc, as well as YOUWIN have the advanced production process for our products.YOUWIN products covered more than 20 provinces and regions in China,
and we also had experiences exported to Southeast Asia, the Middle East, South America, Europe, Africa and other countries. YOUWIN has been recognized and
trusted by many of our domestic and oversea customers.

Advanced technology, scientific management, innovative research and development, great service, superior products are YOUWIN ambitious goal.

YOUWIN insists on adhering to the "focus on intelligent product development, continue to meet customer demand" service concept, establish "quality for life,
win-win for development" business philosophy. YOUWIN sincerely invite you to come and visit us any time.

Please feel freely to contact us for more information.
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\\ Stainless Steel

a1
HE B E A ™

19052632

LXSGZ-15E
Q3=2.5 M*H

.

ERIAXREEATIERVUERZLARKEERAKNEE, IFITBAKEHEALRESHERNE, NZERT
FE. 2B. BEEFEEFRPUEROEIRKE B RKEFHHR.

This series of water meter is mainly measuring the total quantity of potable water passing through the pipeline and
transmitting the photoelectrical signals from water flow. It could be collect charges of potable water or tap water from
user and widely used in households, apartments, high rise commercial buildings etc.

KFEH S MAIN FEATURE

ERRRE: RAMINAERBEHAR, EHFR0ELEAVE, MELSHENATERRRNOTHHE, ERHERE100%,
WA HEFRITATHS 5RITAMTEREHRERMIRDIEM, ARRERITEREE, B#ERTHK Z£6A,
ZEHE: BRAZWETE, FHFAASR, AREDRBAMGSE, SEENHRE, EAFHK.
BiREE: RAARFEShEER, RIIRESREREZSE.
Wit : FNKKRERTAROBE MRS, HETERER,
BikEER: BRWIAIP68, RLBEBARFHFRE M AFEIET,
EERG: THPRAGHELEES, BUTRAIPREERSE, HETMPRADL.
PATHREE: 1. W ERLEMEERBEGB/T 778.1~3 - 2007, 1S04064 R805LR10045HE,
2. BFRBHFE (BFZEKR) (CI/T 224-2012) 5,
3. LA ( FRATENRBEARBEARE) (CI/T 188-2004),
& No cumulative error: Adopt infrared photoelectric transmission mode, full-circle measurement 360 degrees of read
digital wheel, measurement resolution depends on the actual accuracy of the analog to digital
conversion, its reading accuracy rate is 100%.
& Structure innovation: Electronic part of the direct reading meter has no touch the mechanical part with the counter
moving device, no affect the original measurement sensitivity, anti-magnetic and anti-interference, safe and durable.
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‘ RSFEE DIMENSION PICTURE
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No power direct reading: Power outage does not affect measurement, usually do not need power supply only in the moment of
meter reading power supply, low failure rate and power consumption, long service life.
Data security: Secure transmission with pure digital signals to ensure exactly and safety data transmission.
Address coding: Each meter has a unique address code belonging to this meter for easy management and maintenance.
Class of waterproof: The whole meter can reach IP68, which is completely suitable for the operation of bad application
environment such as deep wells.
Management system: Combined with meter reading system, a remote automatic meter reading management system
can be establish to realize the automation of meter reading.
Executive standard: 1. Mechanical measurement and other performance requirements conform with GB/T 778.1~3-2007,
1S04064 R80 or R100 standards.
2. Electronic device complies with the standard of Electronic Remote Water Meter (CJ/T 224-2012).
3. Protocol comply with the "Technical Conditions for Data Transmission of Household Meters"

(CJ/T 188-2004).

T{E%{F WORKING CONDITION

Working temperature for cold water meter: +0.1°C~ +50°C,
and for hot water meter: +0.1°C ~ +90°C
Head loss: AP63 Working pressure: <1.0Mpa or 1.6Mpa

O BASiFIRE MAXIMUM PERMISSIBLE ERROR
afEX(Q1<Q<Q2)BARIFIREH =5%
bIEE(Q2<Q<sQAFmAAIFIREAN £2%

a) Accuracy between Q1 and Q2: +5%
b) Accuracy between Q2 and Q4: = 2%(Hot: = 3%)

‘ HSE% ELECTRICAL SPECIFICATIONS

L] M-BUS RS485 TTL
Wﬂ'ﬁfg& e 24V~4V | DCIZVEIV | 33V~50V
Wﬂf’ Egﬁg%fmm 0.8+0.1mA 0.840.ImA <03mA
Com;{bl”eipmmd DL/T645-1997, DL/T645-2007, CJ/T 188. MBUS
Wﬁﬁ?{f‘mpe e | Normal:25T ~ $70T Max.: 40T ~ +80C
B?{ff}iw 1200bps. 2400bps. 4800bps. 9600bps
Claggf%;ﬁerpmof i
0 5MER-T DIMENSION PARAMETERS
Meter Size | Length(L) | Width(B) | Height(H) | Height(H1) | congthof | Thread of | Connecting

(mm) (mm) R) (©))

DN15 165 88 120 185 45 R1/2 G3/4B

DN20 190/195 88 120 185 50 R3/4 GIB

DN25 260/225 88 120 185 58 Rl G1-1/4B

O FEEESH  rFLOW TECHNICAL PARAMETERS
Meter Size |Flow Ratio MaxQElow 11:11%131%13 Tli?]lg\i’ﬁ%lg ! Mian:'low Min. Reading | Max. Reading
(mm) R) m’ /h L/h m?3
DNI15 L 3.125 25 0 e 0.00005 99999
R100 40 25
RS0 80 50
DN20 100 5.0 40 - - 0.00005 99999
DN25 :go 7.875 6.3 11338 712‘375 0.00005 99999
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Nylon Plastic

B\ Electronical 4
§\  Module
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LXSGD-15
Q=25 1.0MPa
Q5/Q1=200

NINGBO YOUWIN SMART METER CO.LTD.

Hi& APPLICATION
FRFAREIEATICRMBRSARKEERAKDER, FTBAKERRAABAESHERH, MZEATRE. 24X,
BHFEFRPAUBRHERKS A RKOGERAFE.

This series of water meter is mainly measuring the total quantity of potable water passing through the pipeline, and
transmitting the photoelectrical signals from water flow. It coluld be collect charges of potable water or tap water from
user and widely used in households, apartments, commercial buildings etc.

KESHEBERESS STRUCTURAL PRINCIPLE AND FEATURE

Z£HERE: ERFANLINEEHRE, aHRAskERRREARESARALILTFA4BRSRET, HFIT5HEHLERE,
EFHENEREE,

BFRSREEAR, BFED, HEBES, BERTR, RLH A, TNEM-BUS, i ZEEREKRRAKE, BRTHRER,

BFBEHATRFHFENERMKE, TESHETRE,

LCDE &M AT, R H MEM, KHIRIFEEEN, BikE, F&K, FTERB EEFENAP KR ENEHRERE.

BafEiEm s AKEE, WEAY A EERIE.

LERIER, TR R, EREzhEE,

A M-BUS\RS485 #1, 188\MOD-BUS i, i JiR4LORAT & ERThEE,

i+ B 41504064 R1605R200, GB/T 778-2007 { ik M4 kkFkk® ) ERIFHEMCI/T224-2012 (HRFiEEKkT) fTilbriE,

Structural principle: The base meter adopt the principle of mechanical impeller transmission, and upper electronical
parts adopt LCD display output through the impeller rotate the water flow transmit to photoelectrical signals, it can
connect with the computer to concentrate management for this meter.

This electronical type water meter is high sensitivity and measuring accuracy, low starting flow rate, anti-magnetic,
and anti-interference, safe and durable, add M-Bus function can collect the water consumption and reliable data
from a long distance.
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‘ FEHRHAESH  MAIN TECHNICAL PARAMETERS

Model No.: LXSGD-15-20

Water Quality or tap water, hot water
D
Communication Ports M-Bus or RS485 I e
Wire Material Two-core twisted-pair wire, no polarity| { ——= \ = 'r—j
connection y =
Battery Life > 6 years L < N
6 5MER T DIMENSION PARAMETERS
. : : Length of | Thread of |Connecting
Metis Skze Length(L) | Width(B) | Height(H) |Height(H1) Gonnector | Conmentor | Thisaa
i) (mm) (R) G)
DN15 165 88 120 185 45 R1/2 G3/4” B
DN20 190/195 88 120 185 50 R3/4 G1” B
O FHEEESH  rFLOW TECHNICAL PARAMETERS
Max. Flow| Nominal |Transitional | Min. Flow . - -
Meter Size Range Q4 Flow Q3 Flow Q2 0l Min. Reading | Max. Reading
(mm) Q3/Q1 m3 /h L/h m?
R160 25 15.6 0.0001 99999
DN15 3.125 25
R200 20 12.5 0.0001 99999
R160 40 25 0.0001 99999
DN20 5 4
R200 32 20 0.0001 99999

®
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®

The electronic components has the warning and accurate measure the reverse water flow and remote diagnosis running status.
High Definition LCD display, easy reading, kept the long-time clear reading, long service life, it can be directly read the showing
data from user’ s meter in the computer.
Automatic storage the historical meter data and automatic upload the data on specified date.
Combined use with the electromagnetic valve, it can realize prepaid function and remote control function.

Output mode: M-BUS or RS485 interface, 188 or MOD-BUS protocol, which can provide LORA wireless communication function.
All technical parameters conform to 1IS04064 R160 or R200 standard (equivalent to GB/T 778-2007 national standard: Drinking
Water Cold Water & Hot Water Meter) and comply with CJ/T224-2012 industry standard: Electronical Remote-transmitting

Water Meter.

Item Unit Parameters
Meter Size (mm) DN15 DN20
Permanent Flow Rate (m3/h) 25 4.0

Working Pressure

MAP10 (0.03-1.0Mpa)

Pressure Loss

AP63

Accuracy Grade

2

Rangeability Rate

Q3/Q1: R160, R200

Maximum Reading

99999 m?

Working Temperature

0.1 ~90°C

No impurities clean drinking water

0 BK5IFIRZ MAXIMUM PERMISSIBLE ERROR

afEE(Q1<0<Q2)mARLIFIRE A =5%

bISERX(02<Q<sQA)JmKLIFIREH = 2%(#HK K = 3%)
a) Accuracy between Q1 and Q2: 5%
b) Accuracy between Q2 and Q4: =2%(Hot: = 3%)

T{E&{F WORKING CONDITION

Working temperature: +0.1°C~ +50°C,
and for hot water meter: +0.1°C ~ +90°C.

Head loss: AP63 Working pressure: <1.6Mpa

6 R-HEE bimensioN PICTURE

Sensor
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\ Prepaid Wet /£
Mechanism

o o oo o O

@ YOUWIN Single-jet Type

olofofolo|m®

Q=25 m¥h
R=80-H

LXSK-15E

FRFIFEAREEATHIRZ B RKEENIRAKERK) A PETRABRERK EHEAENRIEESHIDR
WHHEAX, RRCAHERKLFE. BHTFATURYLERLTAFBITNED.

This series of prepaid water meter is mainly measuring the potable water(hot water) passing through the pipeline.
It could be prepaid the charges after use the water from user and widely used in households,water services company,
real estate firm and property management company etc.

kT4 MAIN FEATURE AND PRINCIPLE

ERAROEELRR SHAMER. KA. B, RTEE. ICFHRFHIAFHE EHARM, ERIHE T E1S04064 R80OFER100,
FARENLERTIKERSE, LB, ERRREFNITENR.

Mt REE: A8, RAK. APETHEFEERRE, ANTFAK, HREFJKEHTH, BNEHXAELAK,
Brigkfrnee: ERPOTESEEEERGEEREA LEBREKS, HESAHRKEREENREENSBRITE;

—R—F: AAREONERE, RAKBIRF10FE, APTHHERARNLAKE. REEAH). YABKES.
mEDEE: REAPRELIERE. EXKE. REFR, ARSAHXARTAFTERNBEEYK.

NEEF: ARAFHHTHELCONER R

The whole meter is including mainly mechanical parts base meter, ball valve, motor, electronic modules, IC or RF card
and single—jet or multi-jet type with other components, It conforms with 1SO4064 R80 or R100(Class B).

Adopt a new microprocessor measuring instruments to achieve water volumes collection, data processing, display and
storage.

Prepaid function: Pay the charges first, after use the water, when its lower charges that close ball valve automatically.
Ladder collection function: The management center can set up the ladder unit price per month by PC software.

the subsection collection according to the amount of water meter per month to set up the ladder unit price.
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One meter one card: It has a complete encryption system, the data can be store in the meter more than10 years,

the user could look over the total and the rest water consumption, remaining sum, current month water consumption etc.
Advance warning function: According to the user needs to set the alarm, overdraft water, lack of balance, the water meter will
turn off the valve automatically and warn the user to purchase water.

Double reading display funtion: The user could reading by mechanical register and by LCD display.

FEHASER  MAIN TECHNICAL PARAMETERS & BX5RIFIRZE MAXIMUM PERMISSIBLE ERROR

.
.
.
-

o BBIIELE. DC2.8~3.6V(BR) , ‘gglkf_n;l;‘;l(l;rﬂ;‘;f' ;:!.3?;’002-84-6‘/("'")» a) {EE(Q" <Q<Q2) %* ﬁ’.i’ﬁ;ﬁﬁ £5%

DC1~10V ( THE ) Working voltage of electric motor: DC3.6V e h
B T EEBE; DC3.6V Number of sensors: 2 (double-pulse) b)E E(Qz = Q = 04)ﬁ*ﬁﬂﬁ§ﬁ X 2%( ﬁ*i x 3%)
.i::;fl: 24 ( B ) Working water temperature: a) Accuracy between Q1 and Q2: = 5%
.. - 'ressure loss: . '3
BB, <0.1MPa b=t b) Accuracy between Q2 and Q4: = 2%(Hot:  3%)
eRAAHILEESN: 1MPa i
ashits & Gcaiah Duuespsidedwndds, & I{E£&4 WORKING CONDITION

Valve's switching time: 7s .

oMOAXMH: 7o o fowd woklag i 15 55 Working temperature: +0.1°C~ +50°C,

oW T 25~35mA

SRR B Block running current: 3150 mA and for hot water meter: +0.1°C ~ +90°C.
oBHERE . FEBARATFS000R MofSEliter O eHlghios thmet akstwihia 5,000 Head loss: AP63 Working pressure: <1.6Mpa
= 3 %
‘ REEEZEE rFLOow TECHNICAL PARAMETERS ‘ R=FE B pIMENSION PICTURE
S [ ok 33 A /R B :
P ! =2 -4 RNER | BAIES
_st %.E QQi ﬁq.,l %Jl %z Q Min lm i %ﬁ
m’h L/h m'
LXSK-15C ‘ 15 lxl::l. -1 3.125 1 25 — i: % ().Uui)l]j 99999 5|
LXSK-20L ‘ 20 :;:Jﬁ 5.0 4.0 22 = jz | 0.00005 99999 | ﬁ;g%ﬂ
LXSK-25C 25 L 7.875 6.3 ] l 78.7-5- < 0.00005 99999 ‘
oo | 0os | 63
0 5MERST DIMENSION PARAMETERS
n& B o R e |
DN Connecting Thread L B H |
(mm) D (mm) (mm) (mm) |
15 G3/4B 165 105 115 4_!
20 GIB 195 105 115 1
B 25 [ G1'/4 ‘ 225 105 115 }
O WBEERYS  METER MANAGEMENT SYSTEM
"3 One Card Management System [E=fen ]
Personal Management System Setting Business Card fon Service  Exit

User Management Unknown Card Recognition,

Management Card Making




o -
@YDUWIN TR BRI (T3 HIRA A @

"Zﬂ.?lﬂﬁ YOUWIN SMART TECHNOLOGY (NINGBO) CO.,LTD. ywsT

ARIARETEATERVUERLARKFERAKPEE, ITERKERRAKPRTHESHERN D, I'iZ
BEBRTFRE, 2. AFEEFRPREBHERKIBRKHEAGS.

This series of water meter is mainly measuring the total quantity of potable water passing through the pipeline and
transmitting pulse or non-magnetic signals from water flow. It could be collect charges of potable water or tap water
from user and widely used in households, apartments, high rise commercial buildings etc.

AKFKESE MAIN FEATURE

KRTEMIMITEER. RFERE FRBEITHEMA.

ERTREBREATARERNNG, RABEIEE,

AMERSEREANMBARE, TESAMEH, REEEFEREAFHE,

ERREB/TERE, FTRWHIWNZE, RIIRBEARSHER,

ERTRIBERFEGEATRIZEEDE, THRAEREHE,

AREFREAGPRSHGSMEL AL, HEBERYN,

AEERH, RIF6+1ESFM, MEEMTFEME,

FRAHHMNB-loTHREABAR, NABEH. FEBETE,

KR EHRARGHSE S, BEXZRAMNREERSE, REXZHRIHRENL,

A complete meter is mainly composed of mechanical base meter, electronic module and upper plastic shell.
Base meter can use dry or wet type mechanism according to clients demand, and has the antifreeze function.
Electronic module and base meter can installed separately, which can be reused, and easy installation.

After electronic module installed on the base meter, no affect the mechanical reading and ensure the safety
and accuracy of data transmission.

cocococoooooooood




é
-
-
-
-

2

Base meter can use brass body with remote function & valve control according to clients demand , to realize pre-paid

or after—-payment function.

® 0
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GPRS or GSM wireless wiring according to the demand, which is convenient for management and maintenance.
Large capacity battery, ensure 6+1 year life, low failure rate and power consumption.
Adopt new NB-loT data transmission technology, wide network coverage, stable and reliable for data.

This serier water meter can combined with meter reading system, a remote automatic meter reading management system

can be establish to realize the automation of meter reading.

T{E#%{F WORKING CONDITION

Working temperature for cold water meter: +0.1°C~ +50°C,
and for hot water meter: +0.1°C ~ +90°C.

Head loss: AP63 Working pressure: <1.0Mpa or 1.6Mpa

RT_I-H DIMENSION PICTURE

0 BXAIFIRE MAXIMUM PERMISSIBLE ERROR
aAEX(Q1<0<Q2)BARIFIREA £5%
b)ERE(Q2<0<Q4|RARIFIREA +2%
a) Accuracy between Q1 and Q2: 5%

b) Accuracy between Q2 and Q4: =2%(Hot: = 3%)

O MEESY  PERFORMANCE PARAMETER

' 1 fie % M
PERFORMANCE PARAMETER
TAEHE
ﬂ Working Voltage 8:6Y
R
e ] TN i S NB-IoT, Lora (Wan), GPRS, GSM
T N LA 470MHz — 920MHz Optional
o Working Frequency
%l“ JE I B NB-ToT, Lora (Wan) B % 4448 o5 i (X
_ﬁm— Communication Distance Network Cover Area
A o
Electromagnetic Environment
EEH TG R [ [ K i X S
L Telecommunication Operator Select operators in different countries or regions
YA sk GPRSERGSMALHESG, fRepidt, ZARST2, Wi
Facility Request %l;z?‘dcgeiifgrlj‘llj’lé.llc Station, Concentrator,
0 5MERSF DIMENSION PARAMETERS
. . . Thread of | Connectin
Meter Size | Length(L1)| Length(L) | Width(B) |Height(H1) | Height(H2) | Connector | Thread 5
(mm) (mm) @ )
DNI15 165 258 91 112 184 R1/2 G3/4B
DN20 195 299 91 112 184 R3/4 GI1B
DN25 225 345 91 114 186 R1 G1-1/4B

6 KEEESY  FLOW TECHNICAL PARAMETERS

Nominal

Transitional

Max. Flow Min, Flow | 4 i
Meter Size | Flow Ratio 04 Flow O3 Flow O 1 Min. Reading | Max. Reading

(mm) ®R) m? /h L/h m3

R80 31.25
DNI5 3.125 25 of 0.00005 99999

R100 40 25

R80 80 50

5.0 4.0 0.00005 99999

D=l R100 64 40
DN25 ot 7875 | 63 126 £ 000005 | 99999

R100 100.8 63
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DATA CONCENTRATOR (GPRS)

Mainly used in the remote meter reading and data analytics and
processing, the data concentrator achieves the functionalities such £

as: centralized meter reading of water meters and data remote 4
transmission. The system can automatically switch between the ‘HJ
collector mode and the data transfer mode.And the administrator [}
can log in to the cloud platform and proactively issue commands to
the data collector.

FEATURES
v

-- Main control system uses of high performance ARM processor;

-- Uses of high quality GPRS/DTU module, supports data network remote reading;

-- Supports functionalities such as regular AMR, manual meter reading, automatic analytics of protocol,
offline working, supports local data storage, malfunction reports.;

- The full Netcom GPRS communication module can automatically identify the SIM card according to
different installation environments;

-- Offers multiple types of second development interfaces, facilitating the incorporation into the 3rd meter
reading management system;

-- 220V AC power supply ensures the acquisition frequency;

- It supports the reading and control of reading ultrasonic water meters, lora wireless water meters and
photoelectric AMR remote water meters.

URL

Management

®
YOUWIN 125
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BRkE () A D)

Cloud Server frfos

ComatStriiaRa) e
~
cm | fffo ==

Power supply 220V AC
Processing Unit ARM Cortex-M3
Memory 2M Flash, 256K SRAM

Communication Interfaces Uplink R8232, GPRS/DTU; Downlink M-BUS cable or RS485 cable,
Protocols: Compliant with CJ/T 188-2004 protocol

Protocols Compliant with CJ/T 188-2004 protocol

M-BUS data format Baud rate: 300bps - 9600bps

M-BUS load capacity 80UL (1UL=1.5mA) (exemplary)

M-BUS line voltage High Level: 36V+1V; Low Level: 24V+1V

Power supply AC 90-264V
Output impedance <640
Communication range < 1km (may be affected by factors such as no. of nodes and cable type,
(wired) cabling)
Communication range Not limited by distance, but requires high GPRS signal strength
(wireless)
Protection M-BUS short circuit protected, overload warning

Maximum connection 240pcs water meter(wired)

'\
\
4

/Res 222

Wireless AMR Water Mter (LoRa)

[ —— (mn-um»m.m
i
Nanagenent Center

internet

Cloud server

NB-Narrow-band
Internet of things

I@ @ NB-Signal station
TY Y.

NB-Water meter
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B\ Multi-jet Dry 4
h\ Mechanism /4

cocoooooo oo O

Qn: 1.5m%h
PN:10 bar °
<1.0bar

FRIFAKREATRER I ERETHMERZARKEERAKGFKBEE,
This series is a vane wheel dry type water meter with magnetic transmission and used to measure the total quantity of
cold potable (hot) water which consumed in household or a resident unit, passing through the pipeline.

kFHE MAIN FEATURE

ZimR, TR, wstkthzh, AHMHBEGE,

HREFFARZEH, BHLEEH, BRFHE, SKBRTEBEMH.

RIFFPBRESUYFAELA R, WoEBF1EAIRH AT BRI HIERE,
RIAFESSMATREREMIRTEASELRER, FTHEPITHLREENTARAEPIESE,

EAMEEKERE, REUESETE.

KRIHBHHE25, 41504046 R80,R100,R1255Class BiFitt .

KRMENTHRERERTHFTERARE, RK1.2K, RECE10FHH100A- B HEEFEE,

Multi-jet vane wheel meter, magnetic drive, lower transmission resistance.

The mechanism can vacuum sealed, anti freezing & fog, easy reading, keeps clean reading for long time.

The mechanism has 5 numbered rollers 4 red pointers, or 8 numbered rollers 1 red pointer for optional.
Exteranl/Internal adjustment of brass body can blue/copper color coated, stainless steel or nylon plastic body for optional.
Selected the resistance to corrosion of materials for steady & reliable performance.

Measuring accuracy Class 2, conform with 1SO4064 R80,R100,R125 or Class B standard.

This series water meter can add the remote transmission device with Reed Switch or Hall Element upon request,
Pulse Output: 1Litre or 10Litres or 100Litres per pulse, and the cable length 1.2m for optional.
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O EEHARSB  MAN TECHNICAL PARAMETERS

Nominal Class of Overload Permanent Transitional Minimum
Size e Flow-rate FIovg-rate Flow-rate Flow-rate
DN(mm) gs(m’h)/ Q4 qp(m’h)/Q3 qt(l/n) 1 Q2 gmin(I/h) Q1
15 Class B/R100 3/3.1 15/25 120/ 40 30/25
20 Class B/R100 5/5 25/4.0 200/ 63 50 /40
25 Class B/R100 7179 35/6.3 280 /100 70163
32 Class B/R100 12/12.5 6.0/10.0 480 /160 120 /100
40 Class B/R100 20/20 10/ 16 800 / 250 200/ 160
50 Class B/R100 30/31.2 1525 1200 / 400 300/ 250
& BARVFIRE MAXIMUM PERMISSIBLE ERROR & I{E%# workiNG conDITION
aMEE(Q1<0<Q2)Z X RIFIREA £5% Working temperature: +0.1°C~ +50°C,
bIEE(02<Q<Q4)RA R IFIRE R = 2%(HikF = 3%) and for hot water meter: +0.1°C ~ +90°C.
a) Accuracy between Q1 and Q2: =5% Head loss: AP63
b) Accuracy between Q2 and Q4: =2%(Hot: = 3%) Working pressure: <1.0Mpa or 1.6Mpa
‘ REIRZEMZE FLOWERROR CURVE ‘ RSFEIE pIMENSION PICTURE
(%) o -
+5
4
+3
+2
+1
0 /
-1
23
.3/ Q3 Q4 s
;f: st @Flow (M7/h)
Q1 Q2

¢ 5MERST DIMENSION AND WEIGHT PARAMETERS

Size Length Width Height Connecting
ERETEE
15 165 9 104

G3/4B 1.40

20 190 99 106 G1B 1.60

25 260/225 103 114 G1-1/4 B 26/2.4
32 260/230 104 115 G1-112B 2827
40 3007245 124 147 G2B 51/4.8

50 3007280 125 172 G2 1/2B or Flange

‘ EAiRKMEZ PRESSURE LOSS CURVE

8.5/4.9
11.5/11.0

= 0.10
o i L LA T | P !
S o P e e 5 4
g | g/ F‘/'Et'?/ ) RS d ‘ %
=) L&Y | A ] il o
2006 / 7 ‘
Som| | / ! | LA
] [ LA L~ 1
0.02 VA 4 = —
3 & T 12 20 30

Flow(m?3/h)
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Hi& APPLICATION

FRIKREATRES—IMEREATNERZEARKEHIKRAKNLEE,
This series is a vane wheel water meter with magnetic transmission and used to measure the total quantity of cold
potable water which consumed in household or a resident unit, passing through the pipeline.

kFHE MAIN FEATURE

ZimR, TR, wstkthzh, AHMHBEGE,

HREFFARZEH, BHLEEH, BRFHE, SKBRTEBEMH.

RIFFPBRESUYFAELA R, WoEBF1EAIRH AT BRI HIERE,

AT ERATROSMRTHRAFEERURLE P EE,

EAMEEKERE, REUESETE.

HEHER, HESH24, H41S04046 R160KClass Ci7it,

KRMENTHRERERTHFTERARE, RK1.2K, RECE10FHH100A- B HEEFEE,

Multi-jet vane wheel type, magnetic drive, lower transmission resistance.

The mechanism can vacuum sealed, anti freezing & fog, easy reading, keeps clean reading for long time.
The mechanism has 5 numbered roller 4 red pointers, or 8 numbered roller 1 red pointer for optional.
Exteranl adjustment of brass body can blue color coated or copper color painted for optional.

Selected the resistance to corrosion of materials for steady & reliable performance.

High sensitivity of measuring accuracy, Class 2, conform with 1SO4064 R160 or Class C standard.

This series water meter can add the remote transmission device with Reed Switch or Hall Element upon request,
Pulse Output: 10Litres or 100Litres per pulse, and the cable length 1.2m for optional.
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Nominal Class of Overload Permanent Transitional Minimum
Size P e Flow-rate Flcm;-rate Flow-rate Flow-rate
DN(mm) gs(m’h)/ Q4 qp(m/h) / Q3 qt(l/h) 1 Q2 gmin(I/h) /1 Q1
15 Class C/R160 3/3.1 1.5/2.5 22.5/25 15/15.625
20 Class C/R160 5/5 2.5/4 37.5/32 25/20
25 Class C/R160 7/7.9 3.5/6.3 52.5/50 35/30
32 Class C/R160 12/12.5 6/10 90/80 60/50
40 Class C/R160 20/20 10/16 150/150 100/100

B £ 1FIRZE MAXIMUM PERMISSIBLE ERROR

aEX(Q1<Q<Q2)BKXRIFIREH =5%

bIER(Q2<Q<QABARIFIREA £ 2%(#HKK + 3%)
a) Accuracy between Q1 and Q2: 5%
b) Accuracy between Q2 and Q4: =2%(Hot: =3%)

O HEBIRZEME  FLOWERROR CURVE
(%)
+5
t4
+3
+2
1
sl
-1
-2
.3/ Q3 Q4
2 s &@Flow (M’/h)
Q1 Q2

5MERSE  DIMENSION AND WEIGHT PARAMETERS

Size Length Width Height Connecting Weight
(mm) (m[n) (m“r’n) (ml_r'n) Thrgad )
15 165 94 108

G3/4B

20 190 94 108 G1B
25 260 98 118 G1-1/4B
32 260 98 118 G1-1/2B
40 300 122 142 G2B
0 EAH#R%LHB PrESSURE LOSS CURVE
g el & 5/ :
. 0.08 S/ & ‘x,@}/
;f 0.06 / /|
3 o4 LA H DAL 1T
I |
A7 =
0.02 |7 == :
o e==1T1 l
3 S 7 12 20 30

Flow(m?3/h)

‘ T{E%&{ WORKING CONDITION

¢ R-HEME piMENsION PICTURE

Working temperature: +0.1°C~ +50°C,

and for hot water meter: +0.1°C ~ +90°C.
Head loss: AP63

Working pressure: <1.0Mpa or 1.6Mpa

1.30
1.60
2.50
260
4.50
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)\ Plastic Can ) Copper Can 4
h\ Mechanism /8 Mechanism 44

H]0000000|m

Qe2.6mh @ , ¥/ s ) 8 A
R100 ACC2 . VA ‘ ‘
MAP 16 T50 RS % :

AP63

Hi& APPLICATION
FRIFRAKREATREHL— I BERETHUEFRLZARKEEIRAKGBKBES,

This series is a vane wheel dry type water meter with magnetic transmission and used to measure the total quantity of
cold potable (hot) water which consumed in household or a resident unit, passing through the pipeline.

KFHSE MAIN FEATURE

ZimR, FRX, Sitethn, AMSEI T RBAAHEMBpRBETHEESF, HiE,

HHRFEARZEH, BNSATL, W360EMEY, ImBMAE, fEKHRFEEIEN.

REEP BRI WF2A O iwE, SMUMF 1M HEE A, B S B E B3R RIE R E T SR T HEE,
RIAFESMAT R SMRT AR B RRER AT &R,

FAMEEEEAE, ERUERETRE.

KFHESH245, 41504046 R80,R1005,Class BHFifE

KREEMTRETHEARE, RIK1.2%K, RHECE10AT 100 TP HEPES,

Multi-jet vane wheel meter, magnetic drive, strong anti-magnetic and anti-slip.

The indicator can vacuum sealed, anti freezing & fog, free 360° rotating to easy reading, keeps clean reading for long time.
Mechanism has 7(6) numbered rollers 2 red pointers, or 8 numbered rollers 1 red pointer, Copper-Can, Aluminium-Can,
Plastic-Can or incline register for optional.

Exteranl/Internal adjustment of brass body can blue/copper color coated for optional.

Selected the resistance & corrosion of materials be for steady & reliable performance.

Measuring accuracy Class 2, conform with 1SO4064 R80 or R100 or Class B standard.

This series water meter can add the remote transmission device with Reed Switch or Hall Element or Electronic Module
upon request, Pulse Output: 1Litre or 10Litres or 100Litres per pulse, and the cable length 1.2m for optional.

-
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Nominal Class of Overload
S measurement Flow-rate
DN(mm) gs(m7h)/ Q4
15 Class B/R100 3/3.1
20 Class B/R100 5/5
25 Class B/R100 717.9
32 Class B/R100 12/12.5
40 Class B/R100 20/20

& BARVFIRE MAXIMUM PERMISSIBLE ERROR

aEX(Q1<Q<Q2)B K RIFIREHA =5%

bIER(Q2<Q<QABARIFIREA £ 2%(#HKK + 3%)
a) Accuracy between Q1 and Q2: +5%
b) Accuracy between Q2 and Q4: =2%(Hot: = 3%)

O FHEBIRZEME  FLOWERROR CURVE

%)
+5
t4
+3

Permanent Transitional Minimum
Flomg-rate Flow-rate Flow-rate
qp(m/h)/Q3 qt(l/h) / Q2 gmin(l/h) /Q1

15/25 120/ 40 30/25
2.5/4.0 200/ 63 50/ 40
3.5/6.3 280/100 70/63
6.0/10.0 480/ 160 120/ 100
10/16 800 / 250 200/ 160

‘ T{E&{ WORKING CONDITION

¢ R-HEME pimEnsION PICTURE

+2

+1 /

0

Q1 Q2

2

.3/ Q3

-4 3
SBFlow (M'/h)

¢ 5MERST DIMENSION AND WEIGHT PARAMETERS

’ Length Width Height
v mm mm mm
(mm) (L) (_w) (H).
15 165 81 100

G3/4B 1.00
20 190 81 100 G1B 1.30
25 260 86 110 G1-1/4 B 2.30
32 260 86 110 G1-1/2B 2.30
40 300 115 120 G2B 3.90
0 EAH#R%LHLB PrESSURE LOSS CURVE
é‘; 0.10 T i
Il i
% 008 M/ S XS4
o X
E 0.06 &/ / // A
= N V1/ A
E 0.04 7
0.02 a > A
1T | 1
0 3 5 7 2 20 30

Flow(m?/h)

Connecting Weight
Thlgad (kg)

Working temperature: +0.1°C~ +50°C,

and for hot water meter: +0.1°C ~ +90°C.
Head loss: AP63

Working pressure: <1.0Mpa or 1.6Mpa
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B\ Nylon Plastic /@ Copper Can 4
A\ Meter Body /4 b\ Mechanism /4

LXSG-15E
Q,=25m3h
Q,/Q,=100H
MAP 16
. Class 2
| 2019

. .
I’ .
\‘ 3
M
— 2
o {
W~ AN

FRIFAKREATRER I ERETHMERZARKEERAKGFKBEE,
This series is a vane wheel dry type water meter with magnetic transmission and used to measure the total quantity of
cold potable (hot) water which consumed in household or a resident unit, passing through the pipeline.

AkFXHESE MAIN FEATURE

ZimR, FRX, witkthz, AT RSRAHPEEGE, FTHIE#E0008 T LM BT,

HRBRARATES, BLSEEL, TI60EMER, WA E, sECHIRFREEN,

REFFPERAUMFIMTEG, RSB FILTIEFHOMAS BT RBETEE,
RIAFESSMATREREMIRTEASESLEER A FNRAKEEERFTRRTPES,

RATEERERE, ERNEBETRE.

KT ESH25, $541S04046 R80,R1005Class BIFifE,

KRMENTHRERERTHFTERARE, RK1.2K, RECE10FHH100A- B HEEFEE,

Multi-jet vane wheel type, magnetic drive, strong anti-magnetic and can resist magnetic force more 5000gauss .

The indicator can vacuum sealed, anti freezing & fog, free 360° rotating to easy reading, keeps clean reading for long time.
The mechanism has 8 numbered rollers 1 red pointer, or 5 numbered rollers 4 red pointers, Copper-Can or Plastic-Can
register for optional.

Internal/exteranl adjustment of brass body can blue/copper color coated, stainless steel or nylon plastic body for optional.
Selected the resistance & corrosion of materials be for steady & reliable performance.

Measuring accuracy Class 2, conform with 1SO4064 R80 or R100 or Class B standard.

This series water meter can connect AMR and add the remote transmission device with Reed Switch or Hall Element
upon request. Pulse Output: 10Litres or 100Litres per pulse, and the cable length 1.2m for optional.

A Y Y T Y rereraay =
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O EEHASB  MAIN TECHNICAL PARAMETERS

Nominal Class of Overload Permanent Transitional Minimum
Size e Flow-rate Flow-rate Flow-rate Flow-rate
DN(mm) as(m’h)/ Q4 qp(m/h) /@3 | qt(I/h) /@2 gmin(l/h) / Q1
15 Class B/R100 3/3.1 15125 120/ 40 30/25
20 Class B/R100 5/5 25/4.0 200/63 50/40
25 Class B/R100 7179 35/6.3 280/ 100 70/63
& BASiFIRZE MAXIMUM PERMISSIBLE ERROR & I{E%# workiNG conDITION
aEX(Q1<Q<Q2) B K RIFIREH =5% Working temperature: +0.1°C~ +50°C,
bIEE(02<Q<Q4)RA R IFIRE R = 2%(HikF = 3%) and for hot water meter: +0.1°C ~ +90°C.
a) Accuracy between Q1 and Q2: £5% Head loss: AP63
b) Accuracy between Q2 and Q4: =2%(Hot: = 3%) Working pressure: <1.0Mpa or 1.6Mpa
‘ REIRZEMZE FLOWERROR CURVE ‘ RSFEIE pIMENSION PICTURE
m B ;

t4
+3

+2 i

/ e Y

j' "\ 15Hhm
I

'i/ b o T/ e 1t ui""
4 i
.5 #Z&Flow (M7/h) Nf
Q1 Q2 : , = L2

L
‘ ’l‘%Rﬂ' DIMENSION AND WEIGHT PARAMETERS
Size Length Width Height Connecting Weight
(mm) (m[n) (mwm) (m|_r|n) Thrgad (kg)
15 165 81 100 G3/4B 1.20
20 190 81 100 G1B 1.40
25 260 86 110 G1-1/4 B 240

‘ EAiRKMEZ PRESSURE LOSS CURVE

5 0.0
= 0.08
é 0.06
E 0.04 G

u
T

15&1
A,

ANAY

0.02 714

g= 0.0

3 5 7 Flow(m?/h)

N
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Hi& APPLICATION
FRIFREMNKREATRES— I EEATIERZARKEEKAKNEE,

This series is a velocity dry type plastic water meter with magnetic transmission and used to measure the total quantity
of cold potable water which consumed in household or a resident unit, passing through the pipeline.

KFHSE MAIN FEATURE

ZimR, FRX, witeths), ARMHBEGE,

HRREARZEH, BLESE, REAE, EKHARFREEW.

RIEEPBRESUYFEOIRE, WoEBF LA HR AT HIERE
AARHSMNATEEEMNZTHTHEESHKEE, TRABHZARTATEBE FEE,

FAMEEEEAE, ERUERETRE.

KRIHEBHE25, 41504046 R80,R100,R160Class B/CHF it

KREIENTRELERAFTERARE, BK1.2K, REEFE10FH 1007 FHRNEE A EE,

Multi-jet vane wheel type, magnetic drive, lower transmission resistance.

The mechanism can vacuum sealed, anti freezing & fog, easy reading, keeps clean reading for long time.

The mechanism has 5 numbered rollers 4 red pointers, or 8 numbered rollers 1 red pointer for optional.
Exteranl/Internal adjustment of nylon plastic body can blue or black color, stainless steel or brass body for optional.
Selected the resistance to corrosion of materials for steady & reliable performance.

Measuring accuracy Class 2, conform with 1SO4064 R80,R100,R160 or Class B/C standard.

This series water meter can add the remote transmission device with Reed Switch or Hall Element upon request,
Pulse Output: 1Litre or 10Litres or 100Litres per pulse, and the cable length 1.2m for optional.
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O EERARSBE  MAIN TECHNICAL PARAMETERS

Nominal Class of Overload Permanent Transitional Minimum
Size e S Flo'\.;:-rate quvg-ra_te Flow-rate Flow-rate
DN(mm) - gs(m’h)/Qa qp(m/h)/@3 | qt(l/h) /@2 gmin(I/h) / Q1
15 Class C/R160 3/3.1 1.5/2.5 22.5/25 15/15.625
20 Class C/R160 5/5 2.5/4 37.5/32 25/20
25 Class C/R160 7/7.9 3.5/6.3 52.5/50 35/30
32 Class C/R160 12/12.5 6/10 90/80 60/50
40 Class C/R160 20/20 10/16 150/150 100/100
& BASVFIRE MAXIMUM PERMISSIBLE ERROR & I{E£HE WORKING CONDITION
AlER(Q1<=0<Q2) Bk IFIZEH 5% Working temperature: +0.1°C~ +30°C,
b)ER(Q2<Q<Q4)BARIFIREH = 2% Head loss: AP63
a) Accuracy between Q1 and Q2: +5% Working pressure: <1.0Mpa or 1.6Mpa
b) Accuracy between Q2 and Q4: =2%
O HEIZEMZ rFLOW ERROR CURVE ¢ R-HEE piMENSION PICTURE
4 — —
+3 1=
+2 4
i H il

1
a2
:/ Qs Q4

g ‘;n EHOW (ma’lh)

15 165 101 108 G4 B

20 180 101 109 G1B
25 225 106 118 G1-1/4B
32 230 106 119 G1-112B
40 245 126 148 GzB

‘ EhiRS%k 4 PRESSURE LOSS CURVE

S oo R A A LA

= 0.08
2 L fl
= 006 [ i
=
S 0.04
i

0.02 7754
0

30
Flow(m?/h)
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Item Description
No. Part.Name
1.1fLid
1.2|Lid Pin

1.3]brass cover

2|Slide gasket

3.1jLens

3.2|0-ring

3.3|Register gaket

3.4|Register assy

3.5|Central gear

3.6]magnet protector

3.7|Register housing

3.8|Chamber gasket

3.9{Vane wheel assy

3.10]Chamber assy

3.11O-ring

4.1|brass body

4.2|Externa| filter

4.3|brass calibrator

4 4|Calibrate seal

4.5|Requlator screw

4.6{Non return valve

5.1]brass Nut X2

5.2|brass couplingx2

5.3|gasket x2

6{Copper wire

7|Lead seal
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|\ Brass Body J
A\ Nickel Plating/d
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B-H A-V
Qn: 1.5 m*h
PN: 10 bar

FRIDKFREdBEEHITR, ATRES—IMEREAAVERZARKEERAKHLE,
This series is a impeller water meter with magnetic transmission and used to measure the total quantity of cold potable
water which consumed in household or a resident unit, passing through the pipeline.

AkFXHESE MAIN FEATURE

Bk, FX, wstihsh, BRPBETIEE.

EER, FR/), REMERE.

HRBFXAASEH, BLEFH, HRB60°CAMKED, ERFE, sEKBRFERFNW,

REFEPERBMNMF 1T H5et, KOMBFAMTHEE, KM BT H=R T HERE

RERTEMARIMARSM R REAS, EHER, ERNERATREE

AEREFKFRBATHBETE, 90°CHKKRFMEFEE, itEBIF 41504064 R805LR100%5HE,
ARTENTFEERBRRATHEERARE, 812K, RECE1FAZ10FH100F-BIHHE P EE,

Single-jet velocity type, magnetic drive, lower transmission resistance.

Small size brass body, inlet strainer, light weight, the mechanism can vacuum sealed, anti freezing & fog, free 360 degree
rotating, easy reading, keeps clean reading for long time.

The mechanism has 8 numbered rollers 1 red pointer, or 5 numbered rollers 4 red pointers, or incline register for optional.
Interanl or External Adjustment of brass body can blue color coated, nickel-plating or chromium-plating for optional.
Nylon plastic body, 90 degree hot water meter for optional, The measurement conform with 1ISO4064 R80 or R100.

This series water meter can add the remote transmission device with Reed Switch or Hall Element upon request,

Pulse Output: 1Litre or 10Litres or 100Litres per pulse, and the cable length 1.2m for optional.
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b EEEASH

MAIN TECHNICAL PARAMETERS

17 1\
DR ﬁﬁ '.HH ?}ﬁ i ) BNTE BXiEH
e & g D e ik W e
TYPE g | Qs Qs Q2 Qi
mm
m*/h L/h
LXSC-15D 15 80 3.125 2.5 50 31.25 0.00005 99999
LXSC-20D 20 80 5.0 4.0 80 50 0.00005 99999
LXSC-25D 25 80 7.875 6.3 126 78.75 0.00005 99999

0 BARIFIRZE MAXIMUM PERMISSIBLE ERROR

aEX(Q1<Q<Q2)B K RIFIREHA =5%
b)ER(Q2<Q<QABARIFIREN + 2%(#HKK + 3%)

‘ T{£% 4 WORKING CONDITION

Working temperature: +0.1°C~ +50°C,
and for hot water meter: +0.1°C ~ +90°C.

Head loss: AP63
Working pressure: <1.0Mpa

a) Accuracy between Q1 and Q2: +5%
b) Accuracy between Q2 and Q4: =2%(Hot: = 3%)

0 HEIZZME  FLoW ERROR CURVE & R-HEE pimMENSION PICTURE
(%) B
+5 [ )
+4 \ i
+3 :
42 !
+1 —
0 / H J
= | ‘
& A R ]
.3/ Q3 Q4 j /’:”
ﬁ % @Flow (M’/h) 1
Q1 Q2 L
‘ SME2R~T  DIMENSION AND WEIGHT PARAMETERS
N KL =B #H E R EE
BE a4 Length Width Height Connecting Thread Weight
TYPE S D kg
mm \
LXSC-15D 15 110 79.5 84 G3/4B 0.485
LXSC-20D 20 130 79.5 84 G1B 0.55
I Lxscasp 25 160 79.5 84 Gl4B 0.87

6 EhiRkmZ

PRESSURE LOSS CURVE

PaN .
0.1 oM 13mm 20mm 25mm
0.09
0.08 7 7
0.07
0.06 Ve L~
0.05
0.04 I
0.03
0.02 _
0.01 —
0 1 2 3

5 4 7
i ETlow (M'/h)
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N
R\ BrassBody A\ Single-jet 4
b\ Nickel Plating/g h\ Mechanism /4

oo oo oo oo oo O

ISO 4064

ooooooon

C-H B-V
Qn: 1.5m>h
PN: 10 bar

; e — e

Hi& APPLICATION
FRIAFREREEELAIHE, ATRES—/MERETHERZARKFEHEKAKNES,

This series is a impeller water meter with magnetic transmission and used to measure the total quantity of cold potable
water which consumed in household or a resident unit, passing through the pipeline.

AkFXHESE MAIN FEATURE

Bk, FX, wstihsh, BRPBETIEE.

EER, FR/), REMERE.

HRBFXAASEH, BLEFH, HRB60°CAMKED, ERFE, sEKBRFERFNW,
RIBFPBRBMUMF 1A aE, SKMEBP20E TSR AT E R,

RERFTEMARIMARIMRFIMREE, BEFRERATFEE,

ERIIKF DL THI0°CHAKKREE FiEE,

ARTENTFEERBRRATHEERARE, 812K, RECE1FAZ10FH100F-BIHHE P EE,

Single-jet velocity type, magnetic drive, lower transmission resistance.

Small size brass body, inlet strainer, light weight, the mechanism can vacuum sealed, anti freezing & fog, free 360 degree
rotating, easy reading, keeps clean reading for long time.

The mechanism has 8 numbered rollers 1 red pointer, or 7 numbered rollers 2 red pointers for optional.

Interanl adjustment of brass body can blue color coated, nickel-plating for optional.

90 degree hot water meter for optional.

This series water meter can add the remote transmission device with Reed Switch or Hall Element upon request,
Pulse Output: 1Litre or 10Litres or 100Litres per pulse, and the cable length 1.2m for optional.




O EEHARSB  MAN TECHNICAL PARAMETERS

Nominal

Class of

Size
measurement

vouwin® R R (580 A G

{ZEARIHE  YOUWIN SMART TECHNOLOGY (NINGBO) CO,LTD. ywsT

Minimum
Flow-rate
gmin(l/h) / Q1

DN(mm)

15
20
25
32
40

Class C/R160
Class C/R160
Class C/R160
Class C/R160

Class C/R160

Overload Permanent Transitional
Flow-rate Flov\g-rate Flow-rate
as(m’h)/ Q4 ap(m/h) /@3 | qt(l/h) /@2
3/3.1 1.5/2.5 22.5/25
5/5 2.5/4 37.5/32
7/7.9 3.5/6.3 52.5/50
12/12.5 6/10 90/80
20/20 10/16 150/150

B S 1FIRZE MAXIMUM PERMISSIBLE ERROR

aEX(Q1<Q<Q2)B K RIFIREHA =5%

bIER(Q2<Q<QABARIFIREA £ 2%(#HKK + 3%)
a) Accuracy between Q1 and Q2: +5%
b) Accuracy between Q2 and Q4: =2%(Hot: = 3%)

O FHEBIRZEME  FLOWERROR CURVE

)

+5

t4

+3

+2

1

=~

E

)

3/ Q3 Q4
2 #BFlow (M*/h)

Q2

’I‘mRﬂ' DIMENSION AND WEIGHT PARAMETERS

mm mm mm rea
(mm) ( L) (W) (H) D (kg)
15 77 80

‘ T{E&{ WORKING CONDITION

¢ R-HEME pimEnsION PICTURE

110 G%B
20 130 T/ 80 G1B
25 160 77 85 G14B
32 160 101.5 120 G1%+'B
40 200 101.5 120 G2B
-]
0 EAH#R%LH#LB PrESSURE LOSS CURVE
g 010 [ ma r I
(Eg 0.08 S/ & ‘x,@}/
;f 0.06 / /] : e
s o0s HALA LA - 2
m s dm >
0.02 / / L1
0 =11 | [
3 5 7 12 20 30
Flow(m?/h)

15/15.625
25/20
35/30
60/50

100/100

Working temperature: +0.1°C~ +50°C,

and for hot water meter: +0.1°C ~ +90°C.
Head loss: AP63

Working pressure: <1.0Mpa

0.57
0.67
0.91
1.41
1.65
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Part Yo, Name QTY Material
1 Ring 1 PC
2 Seal Lead 1 Assembly
3 Register 1 Assembly
4 Impact Plate 1 | ZCuZn40Pb2
5 Seal Plate 1 Assembly
6 0-Ring 1 Rubber
7 Gasket 1 ABS
8 Vane Wheel 1 Assembly
9 Inlet Strainer | 1 HDPE
10 | Body 1 Assembly
11 | Gasket 2 Rubber
12 | Coupling 2 | ZCuZn40Pb2
13 | Nut 2 | ZCuZn40Pb2

11 12

-~

13
«»-m' ‘_
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No.| DESCRIPTION [QTY| MATERIAL

it Lid 1 ABS
2 | ScalngWredleadSed| 1 | Copper&Pb
3 Hinge Pin 1 He2
4 Retaining Ring it ABS
5 Lock Ring 1 PC
6 Register 1 Assembly
73 Impaction Piece 1 | ZCuZn40Pb2
8 | Big Magnetic Shield | 1 Iron
v Small Magnetic Shield| 1 Iron
10 | SealPlate Assembly| 1 Assembly
11 | O-ing 1 NBR
12 | Gasket it ABS

\_:l_/ 13 | VaneWheel Assmbly| 1 | Assembly
14 | Central Strainer 1 HDPE

| 15 | Body Assembly 1 Brass

k—D 16 | Gasket 2 Rubber
17 | Couplings 2 | ZCuZn40Pb2
18 | Nuts 2 | ZCuZn40Pb2

-
J-
GE
. i - -
) * ) e .
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Hot Brass
Meter Body

i\ POM Material £
\ Piston Register/§

Y X T XY T ey =

FRIAFERHAREATRES —MERETHETZARKEERAKGFEKHLE,
This series is a rotary piston liquid—filled type water meter with magnetic transmission and used to measure the total
quantity of cold potable (hot) water which consumed in household or a resident unit, passing through the pipeline.

kF¥E MAIN FEATURE

FRAEERTLITE, EATKRERLESHXIE,

HEBRRANGRAES, BEAE, EKARFHRBEH

REEFERAMIEHPIEEHP, S54BHPIEAHFHHBETMIER,
KRFEMHIRTEAFERFER FABRTRSLREERTHAT P EE,

FAMBIERERE, TEERREERHMKROBEE.

kT EH 41504046 R160, R2005KClass C, Class DF &,
KRAUEMTFEESMBTELNEE, KIK1.5K, RECE10FF8k,

Volumetric type rotary piston meter, suitable for the area with high water quality.

The indicator adopt liquid-sealed, easy reading, keeps clean reading for long time.

The indicator has 4 black numbers 4 red numbers, 5 black numbers 3 red numbers for optional.
Meter body can blue/copper color coated, stainless steel or nylon plastic body for optional.
Selected the resistance & corrosion of materials be for steady & reliable performance.
Horizontal, vertical, incline or any position installation, no affect the measurement accuracy.

Measuring accuracy conform with 1SO4064 R160 or R200 or Class C, Class D standard for optional.
This series meter can add the remote transmission device with Reed Switch or pre-equipment request,
Pulse Output: 10Litres OR 100Litres per pulse, and the cable length 1.5m.




O EFEHASY  MAIN TECHNICAL PARAMETERS

® ®
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Max. Flow | Nominal |Transitional | Min, Flow |af; ; :
Meter Size | Flow Ratio Q4 Flow Q3 | Flow Q2 Qi Min. Reading | Max. Reading
(mm) m3 /h L/h m3
R160 25 15.625
DNI15 3.125 25 0.00002 9999
R200 20 125
R160 40 25
DN20 5.0 4.0 0.00002 9999
R200 32 20
R160 63 39.73
DN25 7.875 6.3 0.00002 9999
R200 50 31.5
0 BARVFIRZE MAXIMUM PERMISSIBLE ERROR 0 I{E&# WORKING CONDITION
aMEX(Q1<Q<Q2) B A RIFIREHR 5% Working temperature: +0.1°C~ +50°C,
b)ER(Q2<Q<Q4)BARIFIEEH = 2% (KT = 3%) and for hot water meter: +0.1°C ~ +90°C.
a) Accuracy between Q1 and Q2: +5% Head loss: AP63
b) Accuracy between Q2 and Q4: =2%(Hot: = 3%) Working pressure: <1.0Mpa or 1.6Mpa
0 FEIREMHZL rLow ERROR CURVE ¢ R-HEE oivension PICTURE
oo '
4
2 -
“a
0 = ——
i —
E/ Q: Qs
:5 S BFlow (mJ/h)

O

Q2

5pE2R~T  DIMENSION AND WEIGHT PARAMETERS

- ; Length of i .
Meter Size | Length(L) | Width(B) | Height(H) Coll:ﬁecl%r gnmr{e%t%fr Cvml&ng Weight
p (mm) ®) G | (G
DNI15 115/165 91 91 45 R1/2 G3/4B 1.0
DN20 130 96 96 50 R3/4 GIB
DN25 170 101 101 58 R1
O EAHIRKML PRESSURE LOSS CURVE
Op (MPa)
0.1 13mm 20mm 25mm
0.09 | /
0.08 | o v A
0.07 f— - - 7 7 = /'7
0.06 Z A
7
0.05 %
05 [— s
o e e
0.02 - //
0.01 ﬁ__’-{.—‘ )

3 "~ 4

5 ) 7
R EBFlow (mi/h)
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Bvouwm
00000000

ISO 4064
Q,=2.5md/h
R=160
MAP 16

FRINAFAEERREATRES T ERATVUERZHRKEHRAKEKIBLE,
This series is a rotary piston dry type water meter with magnetic transmission and used to measure the total quantity of
cold potable (hot) water which consumed in household or a resident unit, passing through the pipeline.

KFHSE MAIN FEATURE

FRAXEEEE D, X, BRPBEMBMHThEE,

HRBRARTES, BLFEL, FI360MEE, EHAE, EKHRFREEN.

REEZPERGSEHP1EOHH, REGWPARTHEH BB T EERE,
RRNEMATRAFTRHIRABEAFERBER, TERERLREBRThRATFERE,

FAWGHEEREAE, EREARBER TEEREMBERARMKRGEE.

kXK i+ EFF&1S04046 R160, R2005;Class CHRift,

Volumetric dry type rotary piston meter, magnetic drive, strong anti-magnetic and anti-slip.

The indicator can vacuum sealed, anti freezing & fog, free 360° rotating to easy reading, keeps clean reading for long time.
The indicator has 8 numbered rollers 1 red pointer, 5 numbered rollers 4 red pointers, Plastic-Can register for optional.
Internal/exteranl adjustment of brass body can blue/copper color coated, stainless steel or nylon plastic body for optional.
Selected the resistance & corrosion of materials be for steady & reliable performance.

Horizontal, vertical, incline or any position installation, no affect the measurement accuracy.

Measuring accuracy conform with 1ISO4064 R160 or R200 or Class C standard.

-
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.
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O EEHASB  MAIN TECHNICAL PARAMETERS
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o AR i 4z et BAEY
ne . iAo i i3 xR iy S
TYPE RE | o Qs Q Q Q
mm
m'/h L/ m
160 25 15.625
LXH-15E 15 3.125 2.5 — - 0.00002 99999
LXH-15EP 200 20 12.5 +
160 40 25
LXH-20E . 99999
e 20 = 5.0 4.0 = ” 0.00002 ‘ 9

B S 1FIRZE MAXIMUM PERMISSIBLE ERROR

aEX(Q1<Q<Q2)B K RIFIREHA =5%

bIER(Q2<Q<QABARIFIREA £ 2%(#HKK + 3%)
a) Accuracy between Q1 and Q2: +5%
b) Accuracy between Q2 and Q4: =2%(Hot: = 3%)

‘ T{£% 4 WORKING CONDITION
Working temperature: +0.1°C~ +50°C,

and for hot water meter: +0.1°C ~ +90°C.

Head loss: AP63
Working pressure: <1.0Mpa or 1.6Mpa

=K v
MEIRZEME  FLOW ERROR CURVE ¢ R-HEE pIMENSION PICTURE
(%) B )
+5 ——————
+4 d
'3
+2 r
+1 D
o i ﬁm_ﬁi o e
2 | 1 R WL -1 11 T ) o
3 o o T 7 e
i 3
5 #BFlow (M'/h)
Q1 Q2 ' 2
L
’I‘%Rﬂ- DIMENSION AND WEIGHT PARAMETERS
AR KL %B HH R 1
’l%?}! (= £ Length Width Height Connecting Thread Weight
mm D kg
LXH-15E 15 165 95 110 G3/4B 1.2
LXH-20E 20 190 96 nz GIB 1.5
LXH-15EP 15 165 98 108 ~ GwB 0.55
LXH-20EP 20 190 99 T 7 GIB 0.8
EAiRKMEZ PRESSURE LOSS CURVE
(),]Ap(MPa) 15mm 20mm
0.09
0.08 A L
0.07 P I
0.00 /
0.05 bd
0.04 // P
0.03
0.02
0.01 1 — &
0 1 2 3 4

5 7
FEFlow (M/h)
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No. | DESCRIPTION | QTY| MATERIAL
L | Hinge Pin 1 H62

2 | Ld 1 ABS

3 | Sealwire &seallead| 1 T3, Pb

4 | Upper Body 1 HPb59-1

5 | Slide 1 POM

6 | Spring 1 ICr18Ni9
7 Clamp Support | 1 POM

8 Register 1 Plastic

9 | O-ing 1 NBR

10 | Reducing gear train| 1 Assembly
11 | Shaft 1 POM

12 | Cover 1 Polystyrene
13 | Gearing 1 POM

14 | Piston 1 Polystyrene
15 | Bushing 1 Nylon1010
16 | Separate plate | 1 POM

17 | Measuringchamber | 1 | Polystyrene|
18 | Strainer 1 ABS

19 | Non-retum valve| 1 | Assembly
20 | O-ring 1 NBR

21 | Lower Body 1 HPb59-1

22 | Gasket 2 Rubber

23 | Couplings 2 | ZCuZn10Pb2
24 | Nuts 2 | ZCuZn40Pb2
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DN50-65
Dry Insert

ey
(- :
) DN80-200 4 b\ DN250-300
A\ Dry Insert 4 p\ Dry Insert

o oo oo oo oo O

WP-SDG-100
Qn:60m¥%h
PN:16bar
ISO 4064

FRINBEKRER T IR AERNERSBRKEESL(FKHEE,
This series is turbine woltmann water meter with magnetic transmission for industial or irrigation application and used
to measure the volume of cold(hot) water which passing through the pipeline.

AkFXHESE MAIN FEATURE

ERIkRFARBEE, FX, Bitkths, EHRED.

HEBRARTEH, SRR, REHE, EREARFREEW.

REEPERGRGEET2IGH) MRS, RSRBP IR BB THRER,

SRR ARG, ETRE, TS, TENEE LRRETER,
HEHRXRBEHFZ)RAMIIRRASHAENELE, THREFRIR, FEITEATREE,
kRERFHMNAGRAMMSRIEE, K48, FEA, K, EARRK,

kFREAME, EFS1S04046 R50,R805, Class BHRifE,

KRRAIG B hEE R AEE, REQFT10F 51007 H 10007 Tk, BEEXZE, BRRBFHEPEE,
Woltmann type, dry-dial, magnetic drive, lower transmission resistance.

Vacuum sealed mechanism, anti freezing & fog, easy reading, keeps clean reading for long time.

Mechanism with 7(or 6) numbered rollers 2(or 3) red pointers, or 8 numbered rollers 1 red pointer for optional.
Removable element components for complete set mechanism, easy removed from meter body for checking, maintaining
and replacing, meanwhile the meter body does not remove from the pipe.

Meter body made in cast iron or ductile cast iron coated or stainless steel body with epoxy varnish treatment.

Prepaid payment function from this type water meter combine with electronic valve, pay first use after,
low power consumption and long service time.
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& Universal use and measurement conforms to 1504046 R50 or R80 or Class B standard.
& This series water meter can add the remote transmission device,pulse Output: 10Litre or 100Litres
or 1000Litres per pulse, complete with flange gasket, bolts and nuts for optional.

O EEHASY  MAINTECHNICAL PARAMETERS

e o | 28| 2| a8 | % [erem|axes
O Qv/Q: Q4 Q3 Q2 Q1 Min Max
TYPE
mm
: m'/h m’
50 0.8 0.5
WP-SDG-50 | 50 {3125 25 0003 | 999999
63 0.635 0.397 -
50 1.28 0.8 p—
WP-SDG-65 | 65 ) 50 40 1015 0635 0.001 999999
WP-SDG-80 | 80 o 78.7 63 £0l 220 0.005 | 999999
o 80 ’ 1.26 0.7875 0.001
50 32 2.0 0.005
WP-SDG-100 | 100 125 100 : 999999
80 2.0 1.25 0.001
50 5.2 32 5.008
.SDG-125 | 125 200 160 - 999999
WP-SDG-125 = = s o001
Wp-sDG-150 | 150 —| 3125 250 $ < 0.05 1 9999999
e 80 i 5 3.125 0.01
50 12.8 3 0.05
WP-SDG-200 | 200 500 400 ————— 305 | 9999999
63 10.16 6.349 .
WP-SDG-250 | 250| 50 787 630 20.16 12,6 0.02 | 99999999
WP-SDG-300 | 300| 50 1250 1000 32 20 0.02 999999999
WP-SDG-400 [400| 50 | 2000 1600 51.2 32 0.02 999999999
WP.SDG-500 500 50 | 3125 2500 80 50 0.02 999999999
WP-SDG-600 |600| 50 | 5000 4000 96 60 0.02 999999999

‘ 5|‘%R".|' DIMENSION AND WEIGHT PARAMETERS

L H

S L::gth w!{n:h H’:fght = wfi;u

R SR BEsMED | pnboEERY | A2 | ke
L mm mm DXN
WP-SDG-0 | 200 232 380 165 125 M16x4 11
WP-SDG-65 200 256 400 185 145 M16x4 13|
WPSDG-80 | 225 276 400 200 160 M16x8 16
WP-SDG-100 250 286 400 220 180 M16x8 18
WP-SDG-125 | 250 301 400 250 210 M16x8 20
‘WP-SDG-150 300 346 500 285 240 M20x8 38
WP-SDG200 | 350 373 500 340 295 M20x8 64
WP-SDG-250 | 450 493 730 395 350 M20x12 | 94
WP-SDG-300 500 516 730 445 400 M20x12 114
WP-SDG-400 | 600 631 830 565 515 M24x16 199
WP-SDG-500 | 800 760 860 670 620 M24x20 340
‘WP-SDG-600 500 880 950 780 725 M27x20 400

6 EEREML

FLOW ERROR CURVE
—+5,
. + +2 ’\
‘é 0 \___/"
] l 0 *5%
T -2
-5
i S Flow
Q1 Q2 Q3 Q4

& B A 5iFIRZE MAXIMUM PERMISSIBLE ERROR

afEE(Q1<Q<Q2)RARLIFIREH =5%

bIER(Q2<Q<Q4IJARIFIREA = 2%(#HKR = 3%)
a) Accuracy between Q1 and Q2: 5%

b) Accuracy between Q2 and Q4: = 2%(Hot: = 3%)

T{E%{F WORKING CONDITION
Working temperature: Cold 50°C, Hot 90°C,
Head loss: AP63

Upstream flow sensitivity class: U10
Downstream flow sensitivity class: U5
Working pressure: <1.0Mpa or 1.6Mpa

R+E B pIMENSION PICTURE

5k £

PRESSURE LOSS CURVE

lOAp(Mpu) 50 6580 100 125
7,
VAl avs
A
| /A 71/
L LT
0.1 7 /’ ~
0.05 L 7L L
L AL
0.01 27
5 10 20 30 40 50 300 500
#EFlow (M*/h)
A a SIS S
2.5 i o 7¢°’=\?’° k. /v
b A A A
1 £ 1 VL £ £ leo®
0.5 LA
’ It 71 /£ D
o1 Z // L1717 7
VW4 7
il I A Il B
0.01 / 4 I/
30 50 100 300 500 1000 5000

FBFlow (m:/h) »,I\
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WS-100mm
Qn=100m%h
PN£1.0MPa
APS0.1MPs

Hi& APPLICATION
BRFIEEREROKFE AT TSR A ETNE RS A RKEES KSR,

This series is vertical woltmann water meter with magnetic transmission for industial or irrigation application and used
to measure the volume of cold(hot) water which passing through the pipeline.

KFHSE MAIN FEATURE

FRIIKRMTFRFERRAE, FTX, witkiEz, HEEERLE,

HRBRARZES, BAREL, BEHE, sEKERITEEEN.

PiiSIERESE, NEARFNIRKM, BTG RAMBHE, ERAF®K,

HERRITATHBAL, ETRE, FERffE, TENTELREETLER, REFERY,
HEHRX(RBEX)RENIIRRARXAEMNELE, THREFRAZR, FHENFTHEATRERE,

WmahEE D, EAWA, EKEERLHFERFHETERER,

KFiITEFB1S04046 R1605%,R2005% Class CDHsifE

KRG T R AR, RHLE100FR10007-Fhih, REXRZH, BREBRBHEFIERE,

Vertical woltman type, dry-dial, magnetic drive, width measure range ratio.

Vacuum sealed mechanism, anti freezing & fog, easy reading, keeps clean reading for long time.

Strong antifouling, built-in stainless steel filter, rotating parts using wear-resistant materials, long service life.
Removable element components for complete set mechanism, easy removed from meter body for checking,
maintaining and replacing, meanwhile the meter body does not remove from the pipe, quickly cleaning the sundries.
Meter body made in cast iron or ductile cast iron coated or stainless steel body with epoxy varnish treatment.
Low starting flow rate, durable performance, can use normally under the condition of bad water quality.
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& Universal use and measurement conforms to 1504046 R160 or R200 or Class C or Class D standard.
& This series water meter can add the remote transmission device,pulse Output: 10Litre or 100Litres
or 1000Litres per pulse, complete with flange gasket, bolts and nuts for optional.

O EEHASE  MAINTECHNICAL PARAMETERS

R

WsS-65 2%

WS-80 3"

WS-100 4°

WSs-150 6"

ws-200 8°

50

79

125

312

500

WS-65 2%
WS-80 a*
WS-100 4
WS =150 6
WS-200 8

O REBIRZEMZA rFLowERROR CURVE

WS-50 2"

40

63

100

250

400

200

160

200

160

200

160

200

160

16 0.32
6.3 1.26
186 0.63
6.3 248
16 05
6.3 2

16 1

6.3 3.94
16 08
6.3 3.15
16 25
6.3 9.8
16 2

6.3 79
18 4

6.3 15.8
16 32
6.3 126

165
185
200
220
285
340

45—
—_ +2
8 0 //\
g -2
w
5L
Q Q

Qs Q:4
Flow Rate (m¥h)

=1
&
z
=]

=
=1
o
2]

1 DN15(

o
o
=

0.025

Pressure Loss (Mpa)

°
2

4

40

100

250 400

Flow Rate (m%h)

0.63

05

156

125

25

0.0005

999,999

4XM16
4XM16
8XM16
8XM16
8XM20
8XM20

‘ R+E Bl pIMENSION PICTURE

& B X 5iFIRZE MAXIMUM PERMISSIBLE ERROR

a{EX(Q1<0Q<Q2)B/ARVFIREA 5%
bIERE(Q2<Q<Q4IBARIFIREN = 2%(#HIKR = 3%)
a) Accuracy between Q1 and Q2: +5%

b) Accuracy between Q2 and Q4: = 2%(Hot: = 3%)

T {E%{F WORKING CONDITION
Working temperature: Cold 50°C, Hot 90°C,
Head loss: AP63

Upstream flow sensitivity class: U10
Downstream flow sensitivity class: U5
Working pressure: <1.0Mpa or 1.6Mpa
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Code Description Material ay
1 Screw For Sealing i 1
2 Cover With Lid Assembly 1
2 Sealed Resister Assembly 1
4 Screwh4 X20 Stainless Steel 2
5 Gasket Brass 2
6 Adjusting Nut Brass o
v Flange Cover Castiron 1
8 C-ring Silicon Rubber 1
9 Bush Brass 1
10 Gasket Synthetic Rubber 1
11 Adjusting Lever Brass i
12 Connecting Lever POM OR MPPO 1
13 Adjusting Plate POM OR MPPO 1
14 Support ABS OR MPPO 1
15 Turbine Component Assembly 1
16 Rectifier ABS OR MPPO 1
17 Screw Brass 1
18 O-ring Synthetic Rubber 1
13 Body Castiron 1

20 Screw For Sealing Stainless Steel !
21 Screw For Sealing i Steel 2
22 Support ABS 1
23 Screw V4 X 20 Stainless Steel 2
24 Gasket Stainless Steel 4
25 Upper Bearing Plate Brass 1
26 Upper Bearing Nylon With Graphite 1
27 Magnet Component Component 1
28 Transmission Shaft Stainless Steal 1
29 Sheath Nylon 2
20 BevelGear POM 1
25l BevelGear Nylon 1
32 Gasket i 4
33 ScrewMSX12 i 4
34 Nut Brass 1
35 Gasket Brass i
36 Turbine Shaft Hold Brass 1
37 Turbine Shaft Tungsten Stesl 1
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ERFIBFRARCZEATHPAKLAR, KFEPKEN., WefkEilE, RAER, ANGERTSHILMRG,

This series is ultrasonic water meter for domestic, industial or irrigation application and widely used in household water
consumption by total meter, water resources intake monitoring, urban water supply pipeline, farmland irrigation, and
suitable for a variety of industrial sites.

kFiFE MAIN FEATURE

REVHABENMEHDYE, RAMHIEERESRE, TEXER, HRER.
MEHFREE. MEE. WEE, EAFRFRENER, RIINERERLNEREY.
FAEMEEOTRENES, RERRRKHRAETORENTRE.

EEXRRLCD BEx7s%, JE—RANERAR, AESHER, FEEATES,
REHRITHAEA AABRFERITRATE. RAERFRENREEGE,

REHME: RIBEEFERAEIARHEN. RBHH. BRWFTH.

SMENROEE, "TRIEEFFERRHA MBUS, RS485, LORA, NB-10T,
HasHSMREREDE, HRELTAART, ANTELEIREBERE LEZTERE,
REtEE, ENEERS, BRERITNERNETESR.

No mechanical moving parts inside the flow meter. adopted the ultrasonic signal collection, accurate measurement,
without pressure loss in the pipeline.

The flow meter has single-channel, two-channel and four-channel can suitable for the different environments,

and to ensure the measurement precision and stability.

With a large-screen LCD display, it can display the flow rate and flow multiple information on a same screen,

easy to use and view.

The flow meter design the time includes year, month, day, second to save the cumulative flow, maximum flow and
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data collection functions.

The flowmeter material: 304 stainless steel, dutile cast iron, carbon steel meter body according to customer needs.
Multiple communication interface configurations: MBUS,RS485,LORA,NB-IOT according to customer needs.
Automatic diagnosis with a variety of abnormal alarm functions, error information can be display in liquid crystal,
and upload the remote collection data to management system, alarm in time, notify maintenance service, ensure
the normal operation for the flowmeter and pipeline.

o> & &

O EERASY

MAIN TECHNICAL PARAMETERS

Nominal diameter

50 65 80 100 125 150 200 250 300

Max flowQ4(m?h) 3125 50 7875 125 200 3125 500 7875 1250
Item Unit Detailed data Nominal flow Q3(m?h) 25 40 63 100 160 250 400 630 1000
DN mm 15 20 25 32 40 Transitional flow Q(m* /h) 0.2 032 | 05 | 08 |125| 32 | 32 | S04 8
Overload flow Q4 m/h 3125 5 7.875 125 20 Min flow Q1 (m*h) 0425 02 032 05 @ 08 2 2 3.15 5
Permanent flow Q3 mh 25 & 6.3 10 16 Start-up flow (m¥h) 003 005 006 008 01 125 03 05 06
Transitional flow @2 ~ m¥h 0.02 0.032 0.05 0.08 0.128 W flow inchcatortay 9999999.9
Minimum flow Q1 m*h 0.013 0.02 0.032 0.05 0.08 Measuring range R200, R250, R400, R500 for optional
Qa1 R160, R200, R280, R400, R500 for optional Accuracy class Class
Battery life 8years Pressure loss 2 50063MPa
Max flow indication 99999.999m* Max working pressure 16MPa
Pressure loss <0.063 Mpa Temp class TS0
Accuracy class Class 2 Temp range (5~55C
Temperature T50 Installation environment lpdoor Class
working pressure 1.6MPa Electromagnetic environment E1(Residential, Commercial, Industrial)
Pressure loss APB3 Pawer supply Built-in lithium battery DC 3.6V
Flow profile sensitivity class U10/D5
Battery life >Byears
Protection class P68

Electromegnetic environment

Installation position

E1
Horizontal or Vertical

Installation position

Display

Horizontal or Vertical
LCD, 8 digits + additional characters

Installation pitch U105
Interface OpticalRS 485/M-bus
Protection class P68
6 5MERST DIMENSION AND WEIGHT PARAMETERS
i Nominal :
Nominal ) ongth L LengthL1 Width B HeightH Connection Thread  pormeter Flange Connection
diameter LengthL  WidthB  Hight H ) )
o Flange Bolt Circle  Bolt Size—
mm d D Diameter ~ Diameter M
1 170 4—|
DN15 258 165 95 95 Rlp GEB DNS50 200 70 215 125 M16
2 4 DN65 200 185 220 185 145 4—M16
DN20 299 195 95 100 R3 G1B DN8O 225 200 235 200 160 8—M16
- - DN100 250 220 255 220 180 8—M16
DN25 345 225 95 108 R1 GtB DN125 250 250 285 250 210 8—M16
1 1 DN150 300 285 335 285 240 8—M20
NS 205 180 22 120 R a G12 B DN200 350 340 405 340 295 12—M20
DN40 330 200 95 125 R!l G2B DN250 450 405 470 405 355 12-M24
2 DN300 500 460 525 460 410 12-M24

0 R-HEE omension PICTURE
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ERIBEFEFZERTEM. €I, Bd. BY. SX, FR. RRFTVHNATERER,. KHREEREHNEETE.
This series electromagnetic flow meter is widely applied in the field of petroleum,chemical industry, metallurgy,
textile,papermaking,environmental protection,food and municipalad ministration,irrigation project etc.

#Eit¥EE MAIN FEATURE

MEEAXERN, EHRKHE, FHEE,

AEAEERAABRFENSE, MTABRHEMR,. HERHREK,

MBERSHENED. BE. BE. #E. ASEFRITRERSE)FVESYESLX, RRFRVM, FUNEFES.
THERE. TE.

FARRBNESHRBANBHEBAMBEATH, WESHTRE. BE. BARYFLE FHETHNESR,
ERMEEN AR RS ERREDEE TMEBRATREBOR MR TRE, B85S TR A BTN 7 # BREI, 7T TH W R
FATELSEXNHRERRE, ANETRNTEE. RARKE, FEEFIERE. 88 HEEUS
RETETHEREEREARE/RAR), EXREMATEE20:1, —#30: 18EFX.

UREERESHBLINGE, TSHEN, ExAEMREE, TEMITH, ERMEMHER,

No obstacle existed the measuring tube, sothe pressure loss is zero, hardly blocked.

If the proper electrodesand ining material are adopted, then the request of anticorrosion, wear resistance canbe satisfied.
The measuring results have norelationwith the physical parameters of the liquid, such as pressure,temperature, density,
viscosity, conductivity rate(but not below 5p S/cm)etc. it is not influenced by the circumstances, so the accuracy is high,
working process is stable and reliable.

Adopt the dual row flow indicator of back lighted dot array, displays the instantaneous and totaled flow rates,
simultaneously, also displays the working status, parameters, measuring units ete.
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The measuring range of this flow meter is wide, Its range ability normally is 20:1, generally can reach 30:1 or evenlarger.
This flow meter has multi-functional outputs, can be matched with computer, combined instrument unit can meet the
requirement of printing, communication and networking.

EFEHEARSY

MAIN TECHNICAL PARAMETERS () S FLOW PARAMETERS

Conduc?wlty 2ol em Diameter Migiriin Selection of usual full-scale range
Velocity 0.3-12m/s Flow rate
e z - (mm) 3 (m3/h)
ithin the measurement range of flow velocity, (m*/h)
Flow range he range of volumetric flow rate is programmable, To 0.10 7. 05, 06, 08, 10. 16, 20, 25
see the table 15 0.20 00, 12, 20, 30, 40, 50. 60
Accuracy Measured value +0.5%,+1% 20 0.35 o 25 0. 40 50. 60 80. 100 120
bt tempsrature 25 055 [3.0. 40 50. 60 80, 10 120, 140 160
Environment condition '1[0 C'S?]C - 3 1.0 5.0, 6.0, 80, 100, 12, 16, 20, 25
A [ 15 b0, 100, 12, 16, 20, 25. 30, 40
. T(TSS’é T 50 25 [12. 16, 20, 25, 30, 40, 50, 60. 70
Mesiisrm tamperating i b 55 20 [0 25. 30, 40, 50, 60, 80, 100. 120
DNIO-S(EAN<4MPa 30 5 5. 30. 40_ 50 60. 80. 100 120, 160
Working pressure Bl LU B 100 8.5 i0_ 50_ 60, 80_ 100_ 120_160. 200_ 250
DN350-1000:PN<1MPa 125 14 50, 80, 100, 120, 160, 200, 250, 300, 400
Higher pressure can be specially ordered 150 20 [[00. 120, 160, 200 250. 300. 400 500 600
Pewer supply ;iOVD’z(gg*f:\f%gf“VA( 50Hz) 200 35 160, 200, 250, 300. 400, 500, 600, 800, 1000
0 . 65V (20-36V DO) 250 [200. 250. 300, 400. 500, 60D, 800. 1000, 1200, 1600
:""” conkspton - L T s 300 80 300, 400, 500, 600, 800, 1000. 1200. 1600, 2000, 2500
EI""E‘:"" grade ffﬁ”‘“? ';”P“ — ispeclattype 167 or 350 105|300, 500, 600, 800, 1000, 1200, 1600, 2000, 2500, 3000
ectrode material prelheHB LTS 200 135|500, 600, 800, 1000, 1200, 1600, 2000, 2500. 3000, 4000
; ; LNE 2 PUME 3.PTFE - —- — —
Liner material et e 250 175 00, 800, 1000, 1200, 1600, 2000, 2500, 3000, 4000, 5000
- - 500 215 [B00. 1000, 1200, 1600, 2000, 2500, 3000, 4000. 5000, 6000
600 305 [t000. 1200, 1600, 2000, 2500, 3000, 4000_ 5000. 6000. 10000
700 415 [1200. 1600, 2000, 2500, 3000. 4000, 5000 6000. 10000. 12000
6 SMERST DIMENSION AND WEIGHT PARAMETERS |~ |~ 1 = 0
= - 900 690 [2000. 2500, 3000, 4000, 5000, 6000, 10000, 12000, 16000, 20000
DN i L 2 Do 1 i o kg 5500, 3000, 4000, 5000, 6000, 10000, 12000, 16000, 20000,
to poo 0 o 20 02 bota  Jns 1000 g5 beoon
5 Roo B Es 22 [ro6 Fo1a_ b
m Roo 105 s k30 [0 bolda |55
Ps 200 115 B> 235 s Fo1d_ bS5
B2 k.o poo 140 [too pss 22 h-o18
Bo 200 150 110 260 127 @-18 p.5
fo poo 165 k25 70 120 b8 |u
5 200 185 145 R75 1148 B-918 14
0 oo 00 [te0 pso 154 Boi8 |17
[too pso k20 [80 ko0 163 “p18___|po
25 Rso pso p1o 20 75 Bols  |p7
50 " 300 pes pao 330 00 Bg22_ |p2
oo ’ 350 340 o5 Bao k20 2922 |pa
P50 m o5 fss Bs0 Ra0 2-926 B4
Boo 500 hso 1o [ros R8s [2-026 B9
350 500 505 |60 @40 320 [L6-tp26 p2
koo oo 565 Fis k70 550 16-926 |15
|50 00 615 565 500 380 [20-p26 135
foo oo 670 20 E 10 o926 a0
Boo o 00 g0 25 590 k70 0930|520
700 700 B95 [840 50 530 [24-930 u20
oo oo 1015 pso 720 00 P4-p33_ |54l
oo P00 LLLS 1050 770 50 g8-933 08 Integrated Type(Circular convertor)
[fooo [looo 1230 [160 30 700 PB-p36_ |Bs8
‘ DIAGRAM RELATED TO THE DIAMETER, FLOW VELOCITY AND FLOW-RATE
1"
10
m/s g
T
L]
5
‘ 4
3
2
o o
o
, M s FF s
0s
01 2 3 4567891 2 3 45678010 2 3 45678310 2 3 45678910 2 3 45678810' 2 3
T T T T TTTTT T T T T TT7T7T T T T T TTTTT T T T T T TT1T1T T T LA T 717 m'/h
2 345678910 2 3 45678910 2 3 45678910 2 3 45678910 2 3 45678910' 2 3 456
T T —TT T T — T —T T T Um
3 45678001 2 3 4 567891 2 345678910 2 3 456789100 2 3 456780100 2 3 45678910
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SRTAEAENTOn5-50mm) SFEFANT(On15-50mm) NBEHKERIHT(On15-50mm) SRBPRAHNT(ON15-50) SHFAXRERNT(On5-50) FREFENT(On15-20)
Remote Mechanism for Dry Type Mechanism for Multi-jet Type Anti-freeze Mechanism for NB Mechanism for Pulse Output Mechanism for Directly Reading Piston Mechanism for Dry Type

ZEFEND(On15-50mm) R160ZFFXHT(Dn15-20mm) S FEHHNT(Dn15-50mm) R1603 FZHHT(Dn15-50mm) NBF YT (Dn15-25mm)  R1603 ZEHFHE(Dn15-50mm)
Mechanism for Multi-jet Type R160 Mechanism for Muilti-jet Type Mechanism for Liquid-sealed R160 Mechanism for Wet Type NB Mechanism for Dry Type R160 Mechanism for Liquid-sealed

'IﬁﬁlllttrLB(DnM-sﬁmm) 'mmﬂuanwzmmm» "l#rmmﬁ(nmsu.mm) 'TﬁmmE(DMMM) iilm(nmso-awmm) £ H R HHLH(0n150-300mm)
for ism for Vertical Type  Mechanism for Vertical Type

~$ 8-

AHFRAEHHGD050:300mm) FTHF EEEHT(Dn80-200mm) & Tﬁmmmnmso.aomm; "Hﬁﬂllltmﬁmnso-aoomm) ::gum(nmso-SMmm) E P HT(Dn150-300mm)
Mechanism for Irrigation Type Hot Mechanism for Woltman Type M TYDE for Vertical Type Mechanism for Vertical Type
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SRTABRONS-50mm)  SHFAARO5-50mm)  RIFFRERGAEx12-27) RiFFAERGEx12-27) ST BA(DN15-50) &% BF(Dn15-20)
Brass Body for Multi-jet Type Brass Body for Multi-jet Type US Brass Body for Dry Type  US Brass Body for Dry Type Brass Body for Dry Type  Brass Body for Single-jet type

- S e A2 o el

ZHFABADON5-50mm)  BHFAHFR(Dn15-50mm) BKABF(On15-50mm)  BHBAWA(DN15-50mm)  NBkF % FHBF(Dn15-26mm) T3/ 3134 HH7(Dn15-20mm)
Brass Body for Multi-jet Type Brass Body for Multi-jet Type Brass Body for Multi-jet Type Brass Body for Wet Type Brass Body for NBW/M  Vertical Brass body for Wet & Dry

B RAHF(Dn15-50mm) SRATHRTR(On5-50mm) BRUHFFRONI5-50mm)  BRUERF(ONIS-50mm)  FHAIEESER (OS50  HFRAFEER(On15-20)
Iron Body for Multijet Type Stainless Steel Meter Body  Nylon Plastic Meter Body Nylon Plastic Meter Body Bottom load Brass Body ~ Brass Body for Piston Type

| W % 0 ) Y

Wk EHE(eex2118cm) Bk RF(E8x21x18cm)  EEATHIRFON5-50mm)  EZEABFR(ON15-50mm) AFERKARR(DN50-500mm) K EF(Dn50-300mm)
Plastic Box for Water Meter Plastic Water Meter Box  Stainless Steel for Multi-jet Type Cast Iron Body for Wet Type Ductile Iron Body for Woltmann Cast Iron body for Ultransonic
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Fift ok REH(DN15-25mm) A OHEHRM(ON15-50mm)  HkOIEEE(Dn15-50mm) AR L IEIH(DN15-50mm) 4 &R L REON550mm) KR FHERE(O15-50mm)
Spare part for Prepaid Meter  Inlet Plastic Filter/Stainer  Outlet Plastic Non-reture Valve ~Rubber Gasket and Lens Brass Head Ringand Lid  Brass Connector and Gasket

s O 22
) *e
, €) ~ =

e

FWiHKEF E(On15-20mm)  FiFTREHF(On15-25mm) BMETFHEEFIF(O15-25mm)  FAFHBRE(ON15-50mm) FiABE@E(On15-50mm) =X T FE(ON15-100mm)
Brass Gate Valve for W/M Brass Ball Vale with Strainer Magnetic Lockable Gate Valve  Brass Ball Valve with Lock Brass Ball Valve Flanged Type Brass Gate Valve

U-PVCHEAE BB PPRE R PPREREH PPTIARME PEF
U-PVC Drain-Pipe and Fitting PPR Pipe and Fitting PPR Pipe and Fitting PP Irrigation Fitting PE Pipe
D >
) =2
i) (O Em
tans” ~ | .
———
LI b,
ER e -
———— - = oo

FRALMWATLE L2l BN 2 FRPER FRAKIE FRAME WS A
Stainless Steel Bath Sprinkler Single Handle Water Tap Stainless Steel Floor Drain Stainless Steel Flume Stainless Steel Angle Valve Brass Heating Angle Valve
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k. SEHAUR Hﬁ%

k. S AR G
Watef(An) solenond Valve Water(Air) Solenoid Valve Gas Solenoid Valve WBter(Anr) Plastnc solenond Valve Water Plastic Solenoid Valve High Pressure Sotenond Valve

BT IR BENEHR RERIEER vEIRHTEE R THRAEZZRLR
Stem Resilient Seated Gate Valve Electrical Control Valve Rubber Disc Check Valve Y Type Cast Iron Strainer  Worm Flanged Butterfly Valve Stainless Steel Flange Stop Vaive

z &Y ﬁ

FAMNER; SR EHR BEOR PPk R SRR UASHEMOR
Domestic Perlpheral Water Pump Vertical Pipeline Pump Gas Centrifugal Pump Boiler Supply Water Pump  Submersible Sewage Pump S8 Vertical Multistage Pump

@—J *
B FAROR AR KR HkE TEEHE itk
Standard Centrifugal Pump Submersible Pump Deep Well Water Pump Submersible Pump Garden Jet Pump Pool Pump







